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Preview

This product is a high data rate parallel active optical cable (AOC), to overcome the bandwidth limitation of
traditional copper cable. This product converts the parallel electrical input signalsinto parallel optica.

COMNEN'"s Customized 100G QSFP28 Active Optical Cable (AOC) is engineered to deliver high-speed,
low-latency, and energy-efficient data transmission for modern data centers and high-performance

100G QSFP28 Parallel Active Optical Cables (AOC) are a high performance, cost-effective interconnect
solution supporting InfiniBand EDR/QDR/DDR/SDR, Fibre

FEATURES Compliant to QSFP28 MSA SFF-8636 Specification Wide Operating Temperature
(0&#176;,C~70&#176;C) 4x25Gbps and 4&#215;27.95Gbps 850nm VCSEL-based Transmitter RoOHS
compliant Up to

Amphenol”s 100G QSFP28 to QSFP28 Active Optical Cable assemblies are a reliable, cost and power
efficient, integrated solution which is

The 100G QSFP28 Active Optical Cable (AOC) is alightweight fiber optic cable with QSFP28 connectors for
100Gbps connections over Multi-Mode Fiber (MMF). Compliant with QSFP28 MSA

QSFP28 to QSFP28 Active Optical Cable -100GbE, AOC, M/M, Aqua, 30M (98.42 ft.) MODEL NUMBER:
N28H-30M-AQ QSFP28 cable connects high-speed 100 Gb switches, servers and other

10Gtek"s family of active optical cables accelerate data connectivity for storage, networking and
high-performance computing (HPC) applications. This product

Our active optical cable assembly portfolio provides improved cable flexibility and longer reach as compared
to both traditional passive copper and emerging active copper (ACC/AEC) solutions,

100G QSFP28 AOC (1-meter, QSFP28 to QSFP28) The 100G QSFP28 Active Optical Cables are fiber
assemblies with QSFP28 connectors designed for direct-attach connections over Multi-Mode Fiber

100G QSFP28 Active Optical Cable 10m is a high-performance and cost-effective Fiber-Optic QSFP+ AOC
for 100 Gigabit Ethernet and Infiniband EDR Applications.

Page 1/2



K Burkina Faso RoHS AOC Active Optical
% SOLAR = Caple QSFP28

Ascent"s 100G QSFP28 Active Optical Cable is a Four-Channel, Pluggable, Paralel, Fiber-Optic QSFP28
AOQOC for 100 Gigabit Ethernet and Infiniband EDR Applications.

100G Active Optical Cables short-range, cost-efective connectivity. In high-capacity interconnections, AOCs
provide a power-eficient, easy-to-use replacement for opt cal transceivers and fiber jumper

100Gbps QSFP28 ACTIVE OPTICAL CABLE Four-channel full-duplex active optical cable / Reliable
VCSEL technology using multimode fiber.

Regiona Availability - Global Siemon 100G QSFP28 to 4x SFP28 Breakout Active Optical Cable (AOC)
assemblies offer a highly reliable and cost-effective aternative to transceiver assemblies availablein

The QSFP28 (Four-channel Hot Swap) passive high-speed cable module provides four data transmission
channels with a maximum transmission rate of 28 Gbit/s and meets the requirements of

Active Optical Cable 100G QSFP28 Description The Op Works 100G Ac ve Op cal Cable product isa 4 pairs
parallel ac ve op cal cable for storage,data, and high performance comput-ing connec vity.
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