
Installation of cable tray systems in
Kuwait

Article Overview

Tray-type cable trays in Kuwait should be installed following international standards, proper support spacing,

and local project specifications to ensure safety, durability, and future expandability.

Overview

Tray-type cable trays are widely used in commercial, industrial, and infrastructure projects in Kuwait to

support insulated electrical cables for power distribution and communication. They provide flexibility for

future cable additions and are preferred over conduit systems in areas where wiring changes are anticipated

(Almeer Industries) .

Material and Standards

o Cable trays and accessories should be hot-dip galvanized carbon steel or as specified in project requirements

to resist corrosion and mechanical damage (PakTechPoint) .

o Installation should comply with NEMA VE1, NEMA VE2, and ARAMCO standards for quality and safety

(PakTechPoint) .

o Tray types include ladder, perforated, and solid-bottom trays, with ladder and perforated types preferred to

prevent water retention and allow cable fastening (PakTechPoint) .

Pre-Installation Procedures

o Inspect all trays, fittings, and covers upon delivery for damage and compliance with specifications

(PakTechPoint) .

o Store trays in a dry, flat area, protected from sunlight and moisture, and stack neatly to prevent deformation

(kupdf.net) .

o Verify all tools, materials, and access routes before starting installation (kupdf.net) .

Installation Guidelines

o Route Planning: Establish tray routes on slabs, walls, or ceilings according to coordinated service drawings

(kupdf.net) .

o Support Spacing:

o Horizontal trays: 1.2-1.5 m between supports, with additional supports within 150 mm of bends and tees

(kupdf.net) .

o Vertical trays: 1.5-3 m between supports depending on tray type (kupdf.net) .

o Ladder-type trays: maximum 3 m spacing; perforated trays: maximum 2 m spacing (PakTechPoint) .
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o Mounting: Use threaded rods, angle bars, or uni-strut channels for support. Trays can be fixed to steel

structures or concrete using self-drilling dowels (PakTechPoint) .

o Orientation: Preferably install trays flat under floors or walkways. Vertical or edgewise installation is

allowed only in special cases, with cables secured using stainless steel strips (PakTechPoint) .

o Load Capacity: Design trays to carry at least 100 kg/m to accommodate current and future cable loads

(PakTechPoint) .

o Covers: Provide covers in areas with high risk of mechanical damage, fixed with

manufacturer-recommended clips (PakTechPoint) .

Future Expansion

o Allow 20% extra space in trays for future cable additions (PakTechPoint) .

o Group cables in horizontal trays with fastening every 2-3 meters; vertical trays require two stainless steel

strips per meter (PakTechPoint) .

Local Suppliers in Kuwait

o Bahman Group: Offers GI cable trays, ladders, and trunking for local projects, including hospitals and

universities (Bahman Group) .

o Almeer Industries: Provides a range of cable tray systems suitable for commercial and industrial applications

(Almeer Industries) .

o Ferrograte: Supplies flexible cable management systems for oil, gas, power, and industrial sectors

(Ferrograte) .

Summary

Proper installation of tray-type cable trays in Kuwait requires adherence to international standards, careful

pre-inspection and storage, correct support spacing, and consideration for future expansion. Using local

suppliers like Bahman Group and Almeer Industries ensures compliance with project specifications and

availability of high-quality materials. Following these guidelines ensures a safe, durable, and maintainable

cable management system.

Almeer Industries Kuwait In the electrical wiring of buildings, a cable tray system is used to support insulated

electrical cables used

309 All electrical equipment, accessories, fittings and cables shall be installed in a neat and workmanlike

manner so as to facilitate its
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Step-by-step cable tray and conduit installation method with safety, quality and inspection

Cable Trays and Accessories are designed to meet most requeriments of cable and electrical wire installations

and comply to local

A practical guide to product selection and installation This guide for engineers and installers has been

developed by ABB as a

Cable Management Systems permit much greater spacing between support hangers than most other systems,

providing savings in

The cable tray system shall be installed in accordance with the project specification, manufacturer''s

instruction and

Contracting Company specialises in Electrical Testing, Sub Station Erection, Testing and Commissioning,

Installation of Sub

Resources for wire basket tray system installations Our wire basket tray models, videos, and literature help

you plan and specify

NEMA Standard VE 2-2006 addresses shipping, handling, storing, and installing cable tray systems; it also

provides information on

Powercorp Kuwait We do the following electrical works :- Installation of complete Substation including

Electrical switchgear and

Learn everything about cable tray installation with our complete guide. Discover types, steps, and safety tips

for

This guide covers cable ladder systems, cable tray systems, channel support systems and associated supports

intended for the

Often unheralded, cable trays play a vital role in tray cable installations throughout industrial, commercial, and

residential projects.

Discover efficient methods for installing cable trays to organize power, data, and security cables. Explore wall,

ceiling,

We manufacture a wide range of products capable of providing the characteristics which respond to the
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proposed application, along

Web: https://kremgroup.co.za

Page 4/4


