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Please check the type of optical module (s) on interface X GigabitEthernetx/x/x/x" is displayed, the type of the
optical module installed on the port is not supported by the port. Run the display transceiver command to
check the value of the Transceiver Type field in the. The term transceiver applies collectively to optical
transceivers, DAC and AOC cables, and port adapters. The allow-unsupported-transceiver (UT-mode)
command allows usage of non-Aruba/HPE transceiver products. Check compatibility between the optical
module and switch Most switch brands have specific compatibility requirements. When you run the port
interface { interface-typeinterface-numberl [ tointerface-typeinterface-number2 ] } &<1-10> enable command
to configure CSS member ports, if the message "Error: Configuration failed. | want to connect it to my switch,
which is a Ubiquiti usw-pro-aggregation, on an SFP28 port. You can. This kind of fault mainly includes port
not up, port status up but not receiving or sending messages, frequent up or down port and CRC errors. The
specific troubleshooting methods and solutions are as follows: Port not up Taking 10g sfp+/xfp optical module
as an example, when optical port of.

Interfaces that use optical modules that are not certified for Huawei data center switches may be unable to go
Up. If an optical module that is not certified for Huawei data center switchesis used, replace it

If the switch is compliant with |EEE standards, it is required to support RS-FEC with optics. Therefore, if the
lack of RS-FEC support istheissue, it can be considered an issue on

When the optical port of the optical module is up or down frequently, first confirm whether the optical module
isabnormal. Check the alarm information of the optical module to check the

Execute the following command to read optical module information on the target network interface: ethtool
-m &It;devname& gt; Note: This command is not supported by some network interface
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This field indicates whether the rate of the optical module installed on the port matches the port rate. For
example, if anon-XGE optical moduleisinstalled on an XGE port, the rate of the optical module
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Example: After installing an SFP-10GB-SR module into a Cisco 4500 switch, use CLI commands to check
whether the module is recognized. If the switch failsto detect the module
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What Can | Do If a Message Is Displayed Indicating that an Optical Module Is Not Supported During CSS
Port Configuration? When you run the port interface { interface-type interface-numberl [ to

This guide details products that are supported by a switch model or module. In some cases, a particular switch
model or module may not have the proper hardware or software support to allow atransceiver

For example, if anon-XGE optical moduleisinstalled on an X GE port, the rate of the optical module does not
match the port rate. In this case, you must remove the optical module before configuring

We have alist of validated SFP+ cables and modules for your card and as per the link below, Other brands of
SFP+ optical modules will not work with the Intel & #174; Ethernet Server Adapter

Vendors often like to tell you it is & quot;not supported& quot; to make you think it & quot;won't work& quot;
but what they"re actually saying is they won"t help you if you have trouble in the future. There are thousands
of &quot;not

This document provides Optical Pass-Thru Module (OPM) troubleshooting information.

Fiber Optic Transceiver Common Alarm Information Troubleshooting This engineer is trouble shooting
optical transceivers. Transceiver module not

If the switch is compliant with |EEE standards, it is required to support RS-FEC with optics. Therefore, if the
lack of RS-FEC support istheissue, it can

Web: https://kremgroup.co.za
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