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Preview

The explosion proof enclosure range has Atex, IECEx, UL Certification s suitable for Zone 1, 2, 21 and 22

Hazardous Areas applications. The highlights: Up to four control elements can be mounted under a single

actuator. o Voltmeters and ammeters withstand ambient temperatures as. .Flameproof enclosure (Ex db),

which can be used as feed distribution equipment in control and distribution system (such as distribution box,

switch box of main circuit, control box, terminal box or motor starting box etc. ) Enclosure: 304 stainless steel,

316L stainless steel and Q235. .Equipped. Pepperl+Fuchs provides a specialized portfolio of Ex d

(flameproof) and Ex tb (dust protection by enclosure) certified terminal boxes and junction boxes engineered

for reliable use in explosion-hazardous areas. They include fully modular low- and medium-voltage Ex-e,

Ex-d, and Ex-p solution components, from Switchgear, Splitter Boxes, Junction Boxes, Ring Main Units,

Power Supply, Motor. Supermec ATEX Junction Box & Enclosures are designed to satisfy most of our clients'

requirements for CONTROL explosion-proof and flameproof enclosures. Manufacture custom made Local

Control Stations & Distribution Boxes, local control panel boards and stations, explosion protected control

units, distribution.

G58-Series 1. It is widely used in flammable and explosive gas environment such as oil exploitation, refining,

chemical industry, offshore oil platform, oil tanker, etc. It is also used in flammable dust

Manufacture custom made Local Control Stations &amp; Distribution Boxes, local control panel boards and

stations, explosion protected control units, distribution boxes,grounding control device, motor

I. Explosion-proof distribution box general standards Distribution box production technology indicators to

meet the specifications and design requirements, and in accordance with the provisions of the

HRMD91 Explosion proof Distribution Box Explosion protection to - IEC - CENELEC - NEC Can be used in

Zone 1 and Zone 2 Zone 21 and Zone 22

Home &gt;&gt; Products &gt;&gt; Explosion Proof Electric Apparatus &gt;&gt; HLDP03-Series

Explosion-proof Distribution Boxes

3. Adopting the patented technology of the combined explosion-proof distribution box independently

developed, the modular design and combination of the distribution box makes the whole distribution

Pressurized Products PXK Series Explosion-proof Pressurized Distribution Cabinets ..K15 Explosion

protection to -CENELEC -IEC Can be used in Zone 1 and Zone 2 Zone 21 and Zone 22 Explosion
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Pepperl+Fuchs provides a specialized portfolio of Ex d (flameproof) and Ex tb (dust protection by enclosure)

certified terminal boxes and junction boxes engineered for reliable use in explosion

Distribution Boxes BXM (D)8061 Explosion proof Distribution Boxes Lighting or Power (Ex db ec IIC)

BXM (D)51 Explosion proof Distribution Boxes Explosion protection to -CENELEC -IEC -NEC Can be used

in Zone 1 and Zone 2 Zone 21 and Zone 22 Class I,

BARTEC offers one of the most extensive ranges of explosion-proof and substance-resistant components,

devices, and systems for controlling, switching, and connecting for hazardous areas

The MAMX02/03 Series Explosion-Proof Control and Distribution Boxes are engineered to deliver advanced

protection and long-term performance

Flameproof and explosion proof, these power overhaul distribution boxes are suitable for use in hazardous

areas. Specs: Ex mark: Ex de IIC T4 Gb DIP A21

China Explosion-proof Distribution Box catalog of Exd Explosion Prevention Exe Aluminum Alloy Junction

Box Explosion-Proof Threading Straight Box Ex Seal Wire Box, Explosion-Proof Type a

All explosion-proof enclosures, lighting or power distribution boxes are manufactured using the latest

technologies, both mechanical and electrical, using materials able to resist in most highly corrosive

&#183;Equipped with specialized hinge structure, which can prevent the flameproof joints from damage when

opening and closing the box, and greatly prolong the service life of box. The boxes can be combined
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